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Section 00010 - Solicitation Contract Form

PRICING SCHEDULE
Line
Item Unit Total
No.  Description Quantity UM  Price Price
0001 Design: Upgrade Barracks,
Bldg 645, Complete
(Excluding Option(s)
Hneludesdesign-of
coRsirteton-optons 1 LS LS $
0002 Design and Construct: Upgrade Barracks,
Bldg 645 (Excluding Option(s)
0002AA Repair/Replace Flooring
& Base Trim 1 LS LS $
0002AB Interior Walls &
Ceilings to include
Finishes 1 LS LS $
0002AC Window Finishes &
Miniblinds 1 LS LS $
0002AD Bathroom Finishes &
Fixtures Incl. Demo. 1 LS LS $
0002AE Plumbing (Includes
Work in Laundry Rooms
Related to Fixtures) 1 LS LS §
0002AF Heating &
Ventilation. 1 LS LS $
0002AG Fire Protection
& Alarm 1 LS LS $
0002AH Building Electrical,
Communications, &
Cable TV. 1 LS LS $
00024J New Parking Area
In Vicinity of Bldg. 629.
1 LS LS $

Encl. 1 to Amend. 0004



Line

Item Unit Total
No. Description Quantity UM  Price Price
0003 Design and Construction Option Items:

Upgrade Barracks Bldg 645

Alosss Dﬂ#‘éiﬁg 4#3&
(OVnt10n A1) 1 1< 1<
CoO POt ot T

@

0003AB Bldg 645-Design and Construct

New Parking Area.

(Option 02). 1 LS LS $
0003AC Bldg 645- Design and Construct

New Parking Area.

(Option 03) 1 LS LS $
SUBTOTAL FOR BLDG 645
(LINE ITEMS 0001 THRU 0003AC FOR DESIGN, CONSTRUCTION, AND
DESIGN, CONSTRUCTION OPTION ITEMS) $

Encl. 1 to Amend. 0004



Line

Item Unit Total
No. Description Quantity UM  Price Price
0004 Design: Upgrade Barracks,
Bldg 646, Complete
(Excluding Option(s) 1 LS LS §
0005 Construct: Upgrade Barracks
Bldg 646 (Excluding construction
options)

0005AA Repair/Replace Flooring
& Base Trim 1 LS LS $

0005AB Interior Walls &
Ceilings to include
Finishes 1 LS LS $

0005AC Window Finishes &
Miniblinds. 1 LS LS $

0005AD Bathroom Finishes &
Fixtures Incl. Demo. 1 LS LS $

0005AE Plumbing (Includes

Work in Laundry Rooms

Related to Fixtures). 1 LS LS $
0005AF Heating &

Ventilation. 1 LS LS $

0005AG Fire Protection
& Alarm. 1 LS LS $

0005AH Building Electrical,
Communications, &
Cable TV. 1 LS LS $

Encl. 1 to Amend. 0004



Line

Item Unit Total
No. Description Quantity UM  Price Price
0006 Design and Construction Option Items:

Upgrade Barracks Bldg 646
000644 Bldg 646- Design and Construct

New Parking Area.

(Option 1)

1 LS LS §

SUBTOTAL FOR BLDG 646

(LINE ITEMS 0004 THRU 000644 FOR
DESIGN, CONSTRUCTION, AND
DESIGN, CONSTRUCTION OPTION ITEMS)

Encl. 1 to Amend. 0004



Line

Item Unit Total
No. Description Quantity UM  Price Price
0007 Design: Upgrade Barracks
Bldg 841, Complete
(Excluding Option(s) 1 LS LS $
0008 Construct: Upgrade Barracks,
Bldg 841 (Excluding Construction
Options)

0008AA Repair/Replace Flooring
& Base Trim 1 LS LS $

0008AB Interior Walls &
Ceilings to include

Finishes 1 LS LS §
0008AC Window Finishes &

Miniblinds. 1 LS LS $
0008AD Bathroom Finishes &

Fixtures Incl. Demo. 1 LS LS $
0008AE Plumbing (Includes

Work in Laundry Rooms

Related to Fixtures) 1 LS LS §
0008AF Heating & Ventilation. 1 LS LS §

0008AG Fire Protection & Alarm 1 LS LS $

0008AH Building Electrical,
Communications, &
Cable TV. 1 LS LS $

Encl. 1 to Amend. 0004



Line
Item
No.

Unit
Description Quantity UM  Price

Total

Price

0009AE

Provide the following 3 items for building 841 only:
1) provide conduit, conductors and trenching

from pad-mount transformer to manhole to

building 841 for building 841 secondary

service upgrade, 2) provide two burner

electric cook tops and provide branch circuits

to them, and 3) upgrade the microwave/convection
ovens to microwave/convection ovens with
exhaust fan and light and required venting
(Option 14) 1 LS LS $

SUBTOTAL FOR BLDG 841
(LINE ITEMS 0007 THRU 0009AE FOR
DESIGN, CONSTRUCTION, AND

DESIGN, CONSTRUCTION OPTION ITEMS) $

GRAND TOTAL FOR DESIGN, CONSTRUCTION,
AND DESIGN, CONSTRUCTION OPTION ITEMS
FOR BUILDINGS 645, 646, AND 841

(LINE ITEMS 0001 THRU 0009AE) $

Encl. 1 to Amend. 0004



Notes:
1. Prices must be submitted on all individual items of this Pricing Schedule. Failure to do so may
cause the proposal to be determined "unacceptable".

2. If a modification to a price is submitted which provides for a lump sum adjustment to the total
price, the application of the lump sum adjustment to each item in the Pricing Schedule must be
stated. If it is not stated, the offeror agrees that the lump sum adjustment shall be applied on a pro
rata basis to every item in the Pricing Schedule.

3. The offeror shall distribute his indirect costs (overhead, profit, bond, etc.) over all the items in
the Pricing Schedule. The Government will review all submitted Pricing Schedules for any
unbalancing of the items. Any submitted Pricing Schedule determined to be unbalanced may
cause the proposal to be determined "unacceptable".

4. Deleted

5. The successful offeror grants the options listed in the Pricing Schedule to the Government. The
option shall be exercised at time of the contract award. Exercise of the option occurs upon
mailing of written notice to the Contractor. Exercise will be made by the Contracting Officer. The
price for exercise of the option includes all work and effort associated with the scope of that item.
No additional time for contract completion will be allowed when an option is exercised. The given
contract completion time was formulated to include time necessary to perform all option work.

6. The target ceiling for contract award for design and construction is $12,552,000.00 based on the

funds made available for this project. The Government cannot guarantee that additional funds can
be made available for award. Offerors are under no obligation to approach this ceiling.

Encl. 1 to Amend. 0004



Upgr ade Barracks 645, 646, 841 1362

1. NARRATI VES ON FUNCTI ONAL REQUI REMENTS

The following narratives are included to aid the Contractor in understanding the
requi rements and functions of the Upgrade Barracks.

1.1 Cener al

This project will be to upgrade and renovate existing barracks buil dings 645, 646, and
841. These barracks were originally constructed, for use as tenmporary quarters for

| anguage students, while attending classes on the Presidio of Monterey. Today, due to
security requirenents, there is an increased need for permanent party quarters. These
barracks will be reconfigured to house permanent party personnel

There is a trend in today’'s Arny to make both the barrack’s interior [ess institutional
and nore residential in nature, providing our soldiers with conparable Iiving
accommodations to those available by the private industry off Post. This project should
reflect that desire.

Due to a heightened increase in National Security, these barracks shall be designed in
accordance with the Departnment of Defense Antiterrorism Standards for Buil dings.

The Presidio of Monterey vulnerability assessnent is "LOW, based on the 23 March 2000
Threat Assessment. What this neans, is that the construction of this project has to
conply with the mninumstandards for protection of existing billeting.

The Request for Proposal does not require structural upgrades related to Progressive
Col | apse and Blast Effect. A structural analysis is being conducted to assess these
buil di ngs’” vulnerabilities to Progressive Collapse and Bl ast Effect. Results of this
analysis will not be available until after contract award. Should revisions to the
contract requirenents be necessary they will be made through a contract nodification

For this project, the Design Build Contractor has the option of using the nost
beneficial materials that will neet the required criteria.

Al these conditions still must be in conpliance with the Presidio of Monterey’'s Master
Plan, their integrated Environmental Plan, and their Design Guide. These reference
docunents may be obtained from Steven Scholten, U S. Arnmy Corps of Engi neers Resident
Engi neer at the Presidio of Monterey, ph. 831-884-9932 x223.

01011-3 Encl. 1 to Arend. 0004



Upgr ade Barracks 645, 646, 841 1362

D.2. The “as-built” dryer exhaust fans for both Barracks 645 and 646 are non-
operational and are still located in the nechanical roons. The dryer exhaust
fans for Barracks 645 and 646 are bei ng exhausted by wall munted PRVs. The
PRVs are nounted where the | aundry room exhaust fans were | ocated on the “as-
built” draw ngs.

D.3. The following actions for all three laundry roons shall be taken

* Renopve all existing fans and ductwork used for the dryers that is
| ocated in the nechanical room

 Renobve the PRV's for Barracks 645 and 646.
e Renpve all ductwork in the |aundry room

e Redesign and install the dryer exhaust system per ETL 1110- 3-483,
Engi neeri ng and Desi gn, CLOTHES DRYER EXHAUST VENTI NG 23 March 1998,
refer to attachnent # 11 of this RFP

e Recommend new fan be relocated in nechanical room and connected to
original exhaust |ouver if possible, otherw se provide alternate
| ocati on of exhaust fan and exhaust | ouver.

* Ensure fans are in-line centrifugal with backward inclined fan bl ades
desi gned for such application. Mtor shall be |located outside of air
stream No insect screen on |ouver shall be all owed.

* Refer to paragraph “Clothes Dryer Controls” for control strategy.

* Replace original Laundry Room Exhaust fan per “as-built” draw ngs and
provi de wall nounted thernostat.

e Provide neans to supply make-up air for the dryer exhaust fan
preferably through a wall |ouver/danper door |ouver. Danper to be
interlocked with the exhaust fan

e Contractor may provide alternatives to the fore nentioned itens;
however, possible acceptance will only be granted during the design
review submttal .

E. Fans: Fans shall be tested and rated according to AMCA 210 and shall be
UL. listed. Fans nmay be connected to the notors either directly or
indirectly with V-belt drive unless noted otherw se. Renpvable netal guards
shall be provided for all exposed V-belt drives. Fans shall be provided with
personnel screens or guards on both suction and supply ends, except that the
screens need not be provided, unless otherw se indicated, where ducts are
connected to the fan. ach—fan—shall—beselectedtoproduce—the—capaci

01011-76 Encl. 1 to Anend. 0004



Upgrade Barracks Bldgs. 645, 646 & 841 1362

A compilation of the Contractor's Total Earnings on the project from the
NTP until the most recent Monthly Progress Meeting. This report shall
reflect the Earnings of specific activities based on the agreements made ip
the field and approved between the Contractor and Contracting Officer at
the most recent Monthly Progress Meeting. Provided that the Contfactor has
provided a complete schedule update, this report shall serve as the basis
of determining Contractor Payment. Activities shall be grouped by bid item
and sorted by activity numbers. This report shall: sum all activities in
a bid item and provide a bid item percent; and complete and sum all bid
ltems to provide a total project percent complete. The printed report
shall contain, for each activity: the Activity Number, Activity
Description, Original Budgeted Amount, Total Quantity, Quantity to Date,
Percent Complete (based on cost), and Earnings to Date.

3.5.4.5 Manpower Loading

This report shall identify the manpower loading associated with each
activity identified in the schedule.

3.5.5 Network Diagram

The network diagram shall be required on the initial schedule submission
and on monthly schedule update submissions. The network diagram shall
depict and display the order and interdependence of activities and the
sequence in which the work is to be accomplished. The Contracting Officer
will use, but is not limited to, the following conditions to review
compliance with this paragraph:

3.5.5.1 Continuous Flow

Diagrams shall show a continuous flow from left to right with no arrows
from right to left. The activity number, description, duration, and
estimated earned value shall be shown on the diagram.

3.5.5.2 Project Milestone Dates

Dates shall be shown on the diagram for start of project, any contract
required interim completion dates, and contract completion dates.

3.5.5.3 Critical Path
The critical path shall be clearly shown.
3.5.5.4 Banding

Activities shall be grouped to assist in the understanding of the activity
sequence. Typically, this flow will group activities by category of work,
work area and/or responsibility.

3.5.5.5 S-Curves

Earnings curves showing projected early and late earnings and earnings to
date.

3.6 PERIODIC PROGRESS MEETINGS

Progress meetings to discuss payment shall include a monthly onsite meeting
or other reqgular intervals mutually agreed to at the preconstruction
conference. During this meeting the Contractor shall describe, on an
activity by activity basis, all proposed revisions and adjustments to the
project schedule required to reflect the current status of the project.

The Contracting Officer will approve activity progress, proposed revisions,
and adjustments as appropriate.

SECTION 01320A Page 10 Encl. 1 to Amend. 0004




1362
SECTI ON 01330

SUBM TTAL PROCEDURES

PART 1 GENERAL
1.1 SUBM TTAL | DENTI FI CATI ON
SD- 01 Data
SD- 04 Dr awi ngs
SD-06 Instructions
SD- 07 Schedul es
SD-08 St atenents
SD- 09 Reports
SD-13 Certificates
SD- 14 Sanpl es
SD- 18 Records
SD-19 QOperation and Mi ntenance Manual s
1.1.1 Design Submttals

Admi nistrative Contracting Officer reviewis required for all design. Section
01012, Design After Award, covers the design submittal and review process in
detail .

1.2 SUBM TTAL CLASSI FI CATI ON
Subnmittals are classified as fol |l ows:
1.2.1 Gover nment Approved

CGovernment al approval is required for extensions of design, critical
mat eri al s, deviations, equipnent whose conpatibility with the entire system
nust be checked, and other items as designated by the Contracting O ficer.
Wthin the ternms of the Contract Cl ause entitled "Specifications and Draw ngs
for Construction,"” they are considered to be "shop draw ngs." CGovernnent al
approval shall be for design, fire sprinkler, fire alarm submttal register,
and the schedul e.

1.2.2 Information Only
Al submittals not requiring Government approval will be for information

only. They are not considered to be "shop drawi ngs" within the ternms of the
Contract Clause referred to above.

01330-2 Encl. 1 to Anend. 0004



1362
1.2 GENERAL REQUI REMENTS

1.2.1 Site Pl an

The Contractor shall prepare a site plan indicating the proposed |ocation
and di mensions of any area to be fenced and used by the Contractor, the nunber
of trailers to be used, avenues of ingress/egress to the fenced area and
details of the fence installation. Any areas which nay have to be graveled to
prevent the tracking of mud shall also be identified. The Contractor shal
also indicate if the use of a supplemental or other staging area is desired.
If a supplenental storage area is needed, the Contractor shall fence and | ock
it.

1.2.2 I dentification of Enployees

The Contractor shall be responsible for furnishing to each enpl oyee and for
requi ri ng each enpl oyee engaged on the work to display identification as
approved and directed by the Contracting Oficer. Prescribed identification
shall imediately be delivered to the Contracting O ficer for cancellation
upon rel ease of any enpl oyee. Wen required, the Contractor shall obtain and
provide fingerprints of persons enployed on the project. Contractor and

subcontractor personnel shall wear identifying markings on hard hats clearly
i dentifying the conmpany for whomthe enpl oyee worKks.

1.2.3 Enpl oyee Par ki ng

Contractor enpl oyees shall park privately owned vehicles in an area
designated by the Contracting Officer. This area will be within reasonable
wal ki ng di stance of the construction site. Contractor enployee parking shal
not interfere with existing and established parking requirements of the
mlitary installation.
1.3 AVAI LABI LI TY AND USE OF UTILITY SERVI CES
1.3.1 Payment for Utility Services

See Section 00800, Paragraph 52.0236-4582 Available Uilities.

1.3.2 Sani tation

The Contractor shall provide and maintain within the construction area
mnimmfield-type sanitary facilities approved by the Contracting Oficer
CGovernment toilet facilities will not be available to Contractor's personnel
1.3.3 Tel ephone

The Contractor shall make arrangenents and pay all costs for tel ephone
facilities desired.

1.4 BULLETI N BOARD, PRQJIECT SI GN, AND PROIECT SAFETY SI GN

01500-3 Encl. 1 to Anend. 0004



Upgr ade Barracks Bl dgs. 645, 646 & 841
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Upgr ade Barracks Bl dgs. 645, 646 & 841 1362

SECTI ON 01770N

CLOSEQUT PROCEDURES

PART 1 GENERAL

1.

1.

1  SUBM TTALS
CGovernment approval is required for submttals with a "G' designation;
submittals not having a "G' designation are for information only or as
ot herwi se designated. Wen used, a designation followi ng the "G
designation identifies the office that will review the submttal for the
Government. The followi ng shall be submtted in accordance with Section
01330 SUBM TTAL PROCEDURES:

SD- 10 Operation and Mi ntenance Data

Equi pnent / product warranty list; G

Submit Data Package 1 in accordance with Section 01781, "QOperation
and Mai ntenance Data."

SD-11 C oseout Subnmittals
As-built drawi ngs; G
Record of materials; G
Uility Record Draw ngs
Uility as-built drawi ngs; G
Equi pnent/ product warranty tag; G
Mont hly project waste sunmary report; G
Hazardous material reporting; G

Certification of EPA Designated Itens; G

2 Uility As-Built Draw ngs

In addition to as-built draw ngs provide for each exterior utility systema
set of reproducible utility draw ngs, stanped and signed by a registered
prof essional civil engineer or professional |and surveyor, and two copi es.
Submit within ten working days after each systemis in place, but no later
than five working days before final inspection. Indicate exterior
utilities froma point five feet froma building to the term nation point
or point of connection to existing system |Include the foll ow ng:

a. Horizontal and vertical controls for new utilities and existing
utilities exposed during construction. Reference to station's
hori zontal and vertical control system

b. Sufficient dinmensional control for all inportant features such as

SECTI ON 01770N Page 2 Encl. 1 to Anend. 0004



Upgr ade Barracks Bl dgs. 645, 646 & 841 1362

1

begi nning and term nation points, points of connection, inverts
for sewer lines and drai nage collection systens, top of pipe or
condui t runs, manhol es, cathodic protection appurtenances, valves,
val ve stem tops, backflow preventers, and other significant
features

c. Indicate type and size of all materials used in the construction
of the system

d. Indicate bearing and di stance on tangent lines. On curves,
i ndi cate delta and radi us of the curve, also provide X, Y, and Z
coordi nates at all BC and EC angle points. Indicate horizontal
and vertical control for all intersecting and tangent points where
utility alignnment changes. Indicate X, Y, and Z coordi nates at
buil ding line and point of connection for straight building
|aterals or services under 40 feet.

e. Tolerances: Horizontal and vertical control dinensions, plus or
m nus 0.10 foot. Angular control, plus or minus O degrees 01
m nut e.

3 Monthly Project Waste Summary Report
Subnmit the final submission of the nonthly project waste summary reportas

specified in Engineering Field Activity (EFA) Northwest Regi onal Section
01575N, "Environnental Tenporary Controls."

. 3.1 Hazar dous Material Reporting

Subnmit hazardous material reporting information which includes actua
quantities of hazardous materials stored and used during the project as
specified in EFA Northwest regional Section 01525, "Safety Requirenents"”.

]11.4 Certification of EPA Designated Itens

1

1

Subnmit the Certification of EPA Designated Itens as required by FAR
52.223-9, "Certification and Estinmate of Percentage of Recovered Materi al
Content for EPA Designated Itens".

5 PRQIECT RECORD DOCUMENTS
5.1 As-Bui It Draw ngs

"FAC 5252. 236-9310, Record Drawings." 1In addition to the requirements of
FAC 5252. 236- 9310, the Contractor shall survey the horizontal and vertica

| ocation of all underground utilities to within 0.1 feet relative to the
station datum Al pipe utilities shall be surveyed at each fitting and
every 100 LF of run length. Electrical and comunication ductbank, direct
buried conduit, and direct buried conductor shall be surveyed every 100 LF
and at each change of direction. Locations and el evations shall be
recorded on the Record Drawi ngs. Submit drawings with QC certification.
Submit drawings in CAD format.

.5.2 Uility Record Draw ngs

In addition to record draw ngs provide for each exterior utility systema
set of reproducible utility draw ngs, stanped and signed by a registered
prof essional civil engineer or professional |and surveyor, and two copi es.

SECTI ON 01770N Page 3 Encl. 1 to Anend. 0004



Upgr ade Barracks Bl dgs. 645, 646 & 841 1362

Submit within ten working days after each systemis in place, but no later
than five working days before final inspection. Indicate exterior
utilities froma point five feet froma building to the term nation point
or point of connection to existing system |Include the foll ow ng:

a. Horizontal and vertical controls for new utilities and existing
utilities exposed during construction. Reference to station's
hori zontal and vertical control system

b. Sufficient dinmensional control for all inportant features such as
begi nning and term nation points, points of connection, inverts
for sewer lines and drai nage col |l ection systens, top of pipe or
conduit runs, manhol es, cathodic protection appurtenances, valves,
val ve stem tops, backflow preventers, and other significant
features.

c. Indicate type and size of all materials used in the construction
of the system

d. Indicate bearing and di stance on tangent lines. On curves,
i ndicate delta and radi us of the curve, also provide X, Y, and Z
coordinates at all BC and EC angle points. Indicate horizontal
and vertical control for all intersecting and tangent points where
utility alignnment changes. Indicate X, Y, and Z coordi nates at
buil ding Iine and point of connection for straight building
| aterals or services under 40 feet.

e. Tolerances: Horizontal and vertical control dinensions, plus or
m nus 0.10 foot. Angular control, plus or minus O degrees 01
nm nut e.

1.5.3 As-Built Record of Materials
Furni sh a record of materi al s.

Were several manufacturers' brands, types, or classes of the itemlisted
have been used in the project, designate specific areas where each item was
used. Designations shall be keyed to the areas and spaces depicted on the
contract drawing. Furnish the record of materials used in the follow ng
format:

VATERI ALS SPECI FI CATION  MANUFACTURER  NMATERI ALS USED  WHERE
DESI GNATI ON ( MANUFACTURER S USED
DESI GNATI ON)

[1.6 EQUI PMENT/ PRODUCT WARRANTI ES
1.6.1 Equi pnent / Product Warranty Li st

Furnish to the Contracting Oficer a bound and i ndexed notebook contai ni ng
witten warranties for equi pnent/products furni shed under the contract, and
prepare a conplete listing of such equi prent/products. The

equi prent/ products list shall state the specification section applicable to
the equi pment/product, duration of the warranty therefor, start date of the
warranty, ending date of the warranty, and the point of contact for
fulfillment of the warranty. The warranty period shall begin on the sane
date as project acceptance and shall continue for the full product warranty

SECTI ON 01770N Page 4 Encl. 1 to Anend. 0004



Upgr ade Barracks Bl dgs. 645, 646 & 841 1362

period. Execute the full list and deliver to the Contracting Oficer prior
to final acceptance of the facility.

1.6.2 Equi pnrent Warranty Tags and Guarantor's Local Representative

Furnish with each warranty the nane, address, and tel ephone nunber of the
guarantor's representative nearest to the |ocation where the equi pnent and
appl i ances are installed. The guarantor's representative, upon request of
the station representative, shall honor the warranty during the warranty
period, and shall provide the services prescribed by the terns of the
warranty. At the tinme of installation, tag each item of warranted

equi pnment with a durable, oil- and water-resistant tag approved by the
Contracting Officer. Attach tag with copper wire and spray with a clear
silicone waterproof coating. Leave the date of acceptance and QC s
signature blank until project is accepted for beneficial occupancy. Tag
shal |l show the follow ng infornmation

EQUI PMENT/ PRODUCT WARRANTY TAG

Type of Equi prment/ Product

Warranty Period _ From To
Contract No.
I nspector's Signature Date Accepted

Construction Contractor:
Nane:

Addr ess:
Tel ephone:

Warranty Contact:
Nane:

Addr ess:
Tel ephone:

STATI ON PERSONNEL TO PERFCORM ONLY OPERATI ONAL MAI NTENANCE
1[1.7 VECHANI CAL TESTI NG AND BALANCI NG

Al contract requirenments of Section 15910N, "Direct Digital Contro
Systens, " shall be fully conpleted, including all testing, prior to
contract conpletion date. In addition, all contract requirenments of
Section 15950N, "HVAC Testi ng/ Adj usti ng/ Bal ancing," shall be fully

conmpl eted, including testing and inspection, prior to contract conpletion
date, except as noted otherwi se in Section 15950N. The tine required to
complete all work and testing as prescribed by Sections 15910N and 15950N
is included in the allotted cal endar days for conpletion.

1.8 CLEANUP

Leave premi ses "broomclean.” Cean interior and exterior glass surfaces
exposed to view, renove tenporary |abels, stains and forei gn substances;
polish transparent and gl ossy surfaces; vacuum carpeted and soft surfaces.
Cl ean equi prment and fixtures to a sanitary condition. Replace filters of
operating equi pnment. C ean debris fromroofs, gutters, downspouts and
drai nage systens. Sweep paved areas and rake cl ean | andscaped areas.
Renove waste and surplus materials, rubbish and construction facilities
fromthe site.

PART 2 PRODUCTS
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Not used.
PART 3 EXECUTI ON
Not used.

-- End of Section --
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SECTI ON 01781

OPERATI ON AND MAI NTENANCE DATA

PART 1 GENERAL

1

1

1

1 SUBM SSI ON OF OPERATI ON AND MAI NTENANCE DATA

Submit Operation and Mai ntenance (O&\) Data specifically applicable to this
contract and a conplete and conci se depiction of the provi ded equi pnent,
product, or system Oganize and present information in sufficient detai
to clearly explain &M requirenents at the system equi pnment, conponent,
and subassenbly level. Include an index preceding each submttal. Submt
in accordance with this section and Section 01330, "Submttal Procedures."

11 Package Quality

Docurents nmust be fully legible. Poor quality copies and material with
hol e punches obliterating the text or drawings will not be accepted.

1.2 Package Cont ent

Dat a package content shall be as shown in the paragraph titled "Schedul e of
Operation and Mai ntenance Data Packages." Conply with the data package
requirenents specified in the individual technical sections, including the
content of the packages and addressing each product, conponent, and system
desi gnated for data package submni ssion

. 1.3 Changes to Submittals

Manuf act urer-ori gi nated changes or revisions to subnmitted data shall be
furni shed by the Contractor if a conponent of an itemis so affected
subsequent to acceptance of the O&M Data. Changes, additions, or revisions
required by the Contracting O ficer for final acceptance of submtted data,
shall be subnmitted by the Contractor within 30 cal endar days of the
notification of this change requirenent.

.2 TYPES OF | NFORVATI ON REQUI RED I N O&M DATA PACKAGES

2.1 Qperating Instructions

I ncl ude specific instructions, procedures, and illustrations for the
fol |l owi ng phases of operation:

.2.1.1 Saf ety Precautions

Li st personnel hazards and equi prent or product safety precautions for al
operating conditions.

2.1.2 QOperator Prestart
I ncl ude procedures required to set up and prepare each systemfor use.

2.1.3 Startup, Shutdown, and Post - Shut down Procedures
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Provide narrative description for Startup, Shutdown and Post-shut down
operating procedures including the control sequence for each procedure.

1.2.1.4 Nor mal Operati ons

Provide narrative description of Normal Qperating Procedures. |nclude
Control Diagrams with data to explain operation and control of systens and
speci fic equi pnent.

1.2.1.5 Enmer gency Operati ons

I ncl ude Emergency Procedures for equi prent mal functions to pernit a short
period of continued operation or to shut down the equi prent to prevent
further damage to systenms and equi pnent. Include Emergency Shutdown
Instructions for fire, explosion, spills, or other foreseeable
contingencies. Provide guidance and procedures for energency operation of
all utility systens including required val ve positions, valve |ocations and
zones or portions of systens controll ed.

1.2.1.6 Operator Service Requirenments

I nclude instructions for services to be perfornmed by the operator such as
[ ubrication, adjustnment, inspection, and recording gage readings.

1.2.1.7 Envi ronnental Condi ti ons

Include a list of Environmental Conditions (tenperature, humdity, and
other relevant data) that are best suited for the operation of each
product, conmponent or system Describe conditions under which the item
equi prent should not be allowed to run

1.2.2 Preventi ve Mai ntenance

Include the following information for preventive and schedul ed mai nt enance
to mnimze corrective mai ntenance and repair.

1.2.2.1 Lubrication Data

I ncl ude preventative maintenance lubrication data, in addition to
instructions for lubrication provided under paragraph titled "Operator
Servi ce Requirenents":

a. A table showing recomended |ubricants for specific tenperature
ranges and applications.

b. Charts with a schematic di agram of the equi pment showi ng
| ubrication points, recommended types and grades of [ubricants,
and capacities.

c. A Lubrication Schedul e showi ng service interval frequency.
1.2.2.2 Preventive Mintenance Plan and Schedul e

I ncl ude manufacturer's schedule for routine preventive nai ntenance,

i nspections, tests and adjustnments required to ensure proper and econonica
operation and to nminimze corrective maintenance. Provide manufacturer's
proj ection of preventive nmaintenance work-hours on a daily, weekly,

nont hly, and annual basis including craft requirenents by type of craft.
For periodic calibrations, provide manufacturer's specified frequency and
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procedures for each separate operation.
1.2.3 Corrective Mintenance (Repair)

I ncl ude manufacturer's recomrended procedures and instructions for
correcting probl ens and nmaking repairs.

1.2.3.1 Troubl eshooti ng Gui des and Di agnostic Techni ques

I ncl ude step-by-step procedures to pronptly isolate the cause of typica
mal functions. Describe clearly why the checkout is perforned and what
conditions are to be sought. Identify tests or inspections and test

equi prent required to determ ne whether parts and equi prent may be reused
or require replacenent.

1.2.3.2 Wring Diagrans and Control Diagrans

Wring diagrans and control diagrans shall be point-to-point draw ngs of
wiring and control circuits including factory-field interfaces. Provide a
compl ete and accurate depiction of the actual job specific wiring and
control work. On diagranms, nunber electrical and electronic wring and
pneumatic control tubing and the ternminals for each type, identically to
actual installation configuration and nunberi ng.

1.2.3.3 Mai nt enance and Repair Procedures

I nclude instructions and alist of tools required to repair or restore the
product or equi pnent to proper condition or operating standards.

1.2.3.4 Renoval and Repl acenent |nstructions

I ncl ude step-by-step procedures and a list required tools and supplies for
renoval , replacenent, disassenbly, and assenbly of conponents, assenbli es,
subassenbl i es, accessories, and attachnents. Provide tolerances,

di mensi ons, settings and adjustnents required. Instructions shall include
a conbination of text and illustrations.

1.2.3.5 Spare Parts and Supply Lists

Include |lists of spare parts and supplies required for nmaintenance and
repair to ensure continued service or operation w thout unreasonable
del ays. Special consideration is required for facilities at renote

| ocations. List spare parts and supplies that have a long lead-tinme to
obt ai n.

1.2.4 Corrective Mintenance Wrk-Hours
I ncl ude manufacturer's projection of corrective maintenance work-hours
including requirenents by type of craft. Corrective naintenance that
requires conpletion or participation of the equi pnent manufacturer shall be
identified and tabul ated separately.

1.2.5 Appendi ces
Provi de information required bel ow and i nformati on not specified in the
precedi ng paragraphs but pertinent to the mmintenance or operation of the
product or equi prment. Include the foll ow ng:

1.2.6 Parts ldentification
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1

Provide identification and coverage for all parts of each conponent,
assenbly, subassenbly, and accessory of the end itens subject to

repl acenent. |nclude special hardware requirenents, such as requirenent to
use high-strength bolts and nuts. |Identify parts by make, nodel, serial
nunber, and source of supply to allow reordering w thout further
identification. Provide clear and legible illustrations, draw ngs, and
expl oded views to enable easy identification of the items. Wen
illustrations onmit the part nunbers and description, both the illustrations
and separate listing shall show the index, reference, or key nunber that
will cross-reference the illustrated part to the listed part. Parts shown
in the listings shall be grouped by conponents, assenblies, and
subassenblies in accordance with the manufacturer's standard practice.
Parts data may cover nore than one nodel or series of equipnent,

components, assenblies, subassenblies, attachnents, or accessories, such as
typically shown in a master parts catal og

.2.6.1 Warranty | nformation

Li st and explain the various warranties and include the servicing and
techni cal precautions prescribed by the manufacturers or contract docunents
in order to keep warranties in force. Include warranty information for
primary conponents such as the conpressor of air conditioning system

.2.6.2 Per sonnel Trai ni ng Requirenents

Provide information available fromthe manufacturers that is needed for
use in training designated personnel to properly operate and maintain the
equi prent and systens.

.2.6.3 Testing Equi pment and Special Tool Information

I nclude information on test equipment required to performspecified tests
and on special tools needed for the operation, maintenance, and repair of
conponents.

.2.6.4 Contractor Information

Provide a list that includes the nanme, address, and tel ephone nunber of the
General Contractor and each Subcontractor who installed the product or

equi pnent, or system For each item also provide the nane address and

t el ephone nunber of the nanufacturer's representative and service

organi zati on nost convenient to the project site. Provide the nane,
address, and tel ephone nunber of the product, equipnent, and system
manuf act urers.

.3 SCHEDULE OF OPERATI ON AND MAI NTENANCE DATA PACKAGES

Furni sh the O&M data packages specified in individual technical sections.
The required information for each O&%M data package is as foll ows:

3.1 Dat a Package 1
a. Safety precautions
b. Mintenance and repair procedures

c. Warranty information
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1

3.

3.

2

3

Contractor infornmation

Spare parts and supply list

Dat a Package 2

Saf ety precautions

Nor mal operations

Envi ronnment al condi tions

Lubrication data

Preventive mai ntenance plan and schedul e
Mai nt enance and repair procedures
Removal and repl acenment instructions
Spare parts and supply list

Parts identification

Warranty infornmation

Contractor infornmation

Dat a Package 3

Saf ety precautions

Nor mal operations

Ener gency operations

Envi ronnment al conditions

Lubrication data

Preventive nmai ntenance plan and schedul e

Tr oubl eshooti ng gui des and di agnosti ¢ techni ques
Wring diagrams and control diagrans

Mai nt enance and repair procedures

Removal and repl acenment instructions

Spare parts and supply list

Parts identification

Warranty infornmation

Testing equi prent and special tool information

Contractor information
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1

1

3.

3.

4

5

Dat a Package 4

Saf ety precautions

Operator prestart

Startup, shutdown, and post-shutdown procedures
Nor nal operations

Ener gency operations

Qperator service requirements

Envi ronnmental conditions

Lubrication data

Preventive mai ntenance plan and schedul e

Tr oubl eshooti ng gui des and di agnosti ¢ techni ques
Wring diagranms and control diagrans

Mai nt enance and repair procedures

Renmoval and repl acenent instructions

Spare parts and supply |ist

Corrective mai nt enance man- hours

Parts identification

Warranty infornation

Per sonnel training requirenents

Testing equi prent and special tool infornmation

Contractor information

Dat a Package 5

Saf ety precautions

Operator prestart

Start-up, shutdown, and post-shutdown procedures
Nor nal operations

Envi ronment al conditions

Preventive mai ntenance plan and schedul e

Tr oubl eshooti ng gui des and di agnosti ¢ techni ques
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h. Wring and control diagrans
i. Mintenance and repair procedures
j. Spare parts and supply list
k. Testing equipnments and special tools
. Warranty information
m Contractor information
PART 2  PRODUCTS
Not used.
PART 3 EXECUTI ON
Not used.

-- End of Section --
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Access Verification Application

Date:

Complete form if you arerequesting to be placed on the accessroster to permit entranceto the POM. If you
have valid identification and a valid DOD decal you do not need to be placed on an accessroster.
1. The sponsor will complete the form and process it through their verifying element for signature.
2. One of the three controlling element’ s representatives (Garrison Commander, Assistant Commandant or
Chief of Staff) will verify the information and forward the completed form to the Crisis Action Center
(CAC) (Conference Room, first floor building 614) update the access roster.
3. CAC will give the updated access roster to the 72™ MP for distribution to the gate guards.
4. The completed form is kept on file for record in the CAC/EOC.

Applicant’s Full Name(s) SSN/DL# - From picturel.D. Dates of Access
(See Notes) (start and stop)

Purpose of Visit:

Contract Expir ation:

Sponsor | nfor mation

Name:

Organization:

Phone #:

Controlling Element Repr esentative Verification:

(Initial One) Chief of Staff Assistant CMDT Garrison CDR

(Name) (Signature) (Date) (Phone)

EOC Verification:

(Rank, Full Printed Name, Signature, Position, and date)

Note: * Non-Contracted Individual’s Access will not exceed 30 Days.
* Contractors' passes may exceed 30 days but will not exceed the duration of the contract.
* Complete separate applications for each person for non-concurrent access days.
Additional Applicants must be added on an attached memo with the official organization’s POC’s signature.




Access Verification Application

Applicant’s Full Name(s) SSN/DL# - From picturel.D. Dates of Access
(See Notes) (start and stop)
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